ILLUMINATED DASH WINCH ROCKER SWITCH
FEATURES:
· IMPORTANT - REQUIRES STANDARD ATV WINCH CONTACTOR TO CONTROL WINCH
· THIS KIT INCLUDES THE ROCKER SWITCH AND THE 10' WIRE HARNESS WITH QUICK CONNECT PLUG FOR EASY WIRING INSTALLATION
· LED ILLUMINATED WHEN YOUR KEY IS TURNED ON TO ALLOW YOU TO SEE AT NIGHT
· CIRCUIT TYPE (ON)-OFF-(ON)
· DOUBLE POLE SWITCH. THIS MEAN TWO CONTACT POINTS INSTEAD OF JUST ONE FOR BETTER REPEATABILITY OPERATION.
· REQUIRES MOUNTING HOLE 0.830” X 1.450” (STANDARD ON MOST UTV’S)
· MAX CURRENT RATING: 20A 12VDC AND 10A 24VDC
· SILVER PLATED TERMINALS

[image: ]INSTALLATION:
1) MOST MODERN UTV’S HAVE PREDEFINED LOCATIONS MARKED FOR MOUNTING SWITCHES LIKE THIS. IF YOUR VEHICLE HAS THIS USE A FINISHING KNIFE TO CUT OUT THE PREDEFINED AREA FOR SWITCH. IF YOUR VEHICLE DOES NOT HAVE THIS THAN FIND A SUITABLE LOCATION AND USE BELOW CUT OUT SPECIFICATIONS TO MAKE THE CUT OUT FOR THE ROCKER SWITCH. 

WIRING
1) CONNECT WIRES TO THE WINCH CONTACTOR. THIS SWITCH INCLUDES A PRE-WIRED PLUG WITH THE HARNESS FOR USE WITH CONTACTORS WITH FEMALE QUICK CONNECT PLUG. 
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